CITY OF NEW HAMPTON
DRIVEWAY & SIDEWALK REQUIREMENTS

DRIVEWAY REQUIREMENTS

Section 141.02 DRIVEWAY REQUIREMENTS. All driveways shall meet the following minimum
construction requirements:

1.

2.

Thickness. Driveways shall be paved and shall be not less than four (4) inches thick.

Width. Residential curb cuts shall be sixteen (16) feet for a single drive and twenty-four (24) feet
for a double drive, and 32 feet for a triple drive or commercial cuts. A different width may be
specifically approved by the council according to plans and specifications adopted by resolution.
Curb cuts shall be made only after obtaining a permit from the street superintendent. Applicants
shall include a design sketch showing expansion joints.

Expansion Joints. Expansion joints of not less than one inch of approved material shall be placed
at each edge of sidewalk and at the edge of the paving or curb.

Any new driveway approaches shall either be paved with concrete or Portland cement. Any and
all gravel or similar surfaces are prohibited. Any new driveway shall comply with all lowa
Statewide Urban Design and Specifications (SUDAS) Standards.

All curb cuts shall be done by an approved contractor by the City. The City, at this time, utilizes
lowa Wall Sawing — 1-(800)-717-4577.

SIDEWALK REQUIREMENTS

Section 142.07 PERMIT REQUIRED. No person shall remove, reconstruct, or install a sidewalk unless
such person has obtained a permit from the City and has agreed in writing that said removal,
reconstruction, or installation will comply with all ordinances and requirements of the City for such work.
A written application for such permit shall be filed with the City and shall be accompanied by a permit
fee, set by resolution of the Council.

142.08 SIDEWALK STANDARDS. Sidewalks repaired, replaced, or constructed under the provisions of
this chapter shall be of the following construction and meet the following standards:

1.

Cement. Portland cement shall be the only cement used in the construction and repair of
sidewalks.

Construction. Sidewalks shall be of one-course construction.
Sidewalk Base. Concrete may be placed directly on compact and well-drained soil. Where soil is
not well drained, a three-inch sub-base of compact, clean, coarse gravel or sand shall be laid. The

adequacy of the soil drainage is to be determined by the City.

Sidewalk Bed. The sidewalk bed shall be so graded that the constructed sidewalk will be at
established grade.

Length, Width and Depth. Length, width and depth requirements are as follows:



a. Residential sidewalks shall be at least five feet (5”) wide and four inches (4”) thick, and
each panel section shall be no more than five feet (5”) in length.

b. All sidewalks throughout the Business District shall be constructed from lot line to the
curb line unless the location of the sidewalk is varied by an appropriate resolution of the
Council upon application by the landowner.

c. Driveway areas shall be not less than six inches (6”) in thickness.

6. Location. Residential sidewalks shall be located with the inner edge (edge nearest the abutting
private property) on the property line, unless the Council establishes a different distance due to
special circumstances.

7. Grade. Curb tops shall be on level with the centerline of the street, which is the established
grade.

8. Elevations. The street edge of a sidewalk shall be at an elevation even with the curb at the curb
or not less than one-half inch above the curb for each foot between the curb and the sidewalk.

9. Slope. All sidewalk slopes shall comply with the lowa Statewide Urban Design and
Specifications (SUDAS) — Section 7030.101. Target cross slope of 1.5% with a maximum cross
slope of 2.0%. Running slope shall not exceed 5.0%.

10. Finish. All sidewalks shall be finished with a broom finish or wood float finish.

11. Curb Ramps and Sloped Areas for Persons with Disabilities. If a street, road, or highway is
newly built or reconstructed, a curb ramp or sloped area shall be constructed or installed at each
intersection of the street, road, or highway with a sidewalk or path. If a sidewalk or path is newly
built or reconstructed, a curb ramp or sloped area shall be constructed or installed at each
intersection of the sidewalk or path with a street, highway, or road. Curb ramps and sloped areas
that are required pursuant to this subsection shall be constructed or installed in compliance with
applicable federal requirements adopted in accordance with the Federal Americans with
Disabilities Act, including (but not limited to) the guidelines issued by the Federal Architectural
and Transportation Barriers Compliance Board.

(Code of lowa, Sec. 216C.9)

Staff Requirements

Contractor/Owner shall notify staff 24-hours in advance of pouring concrete to verify forms and size. If
forms are being setup the same day as pouring concrete, then staff shall be notified the day prior of
construction starting so an inspection can occur. Staff will also inspect the final product to confirm it
meets all requirements.

Shall contact either:

Casey Mai Kyle Anderson
Public Works Director Street Superintendent
(641)-557-8244 (641)-330-0609

nhpublicworksdirector@gmail.com nhstreetdept@gmail.com



mailto:nhpublicworksdirector@gmail.com
mailto:nhstreetdept@gmail.com
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Commercial/Industrial:

@ Driveway radius (R).

Residential: 10 foot minimum, 15 foot
maximum.

Commercial and industrial: As
specified in the contract documents.

@ Transition the curb height to 0 inches at

®
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end of taper/radius or at the front edge
of sidewalk. Do not extend raised curb
across sidewalk.

Pavement thickness.
Residential: 6 inches minimum.
Commercial and industrial: 7 inches
minimum.

Sidewalk thickness through driveway to
match thickness of driveway.

Center reinforcing bar vertically in the
pavement.

Match thickness of adjacent roadway,
8 inches minimum.

Provide 'E' joint at back of curb unless
'B' joint is specified.

For alleys, invert the pavement crown
2% toward center of alley.

Target cross slope of 1.5% with a
maximum cross slope of 2.0%. If
specified in the contract documents,
construct the sidewalk through the
driveway 5 feet wide to serve as a
passing space.

If cross slope of adjacent sidewalk panel
exceeds 2.0%, remove and replace to
transition from existing sidewalk to
sidewalk through driveway. If elevation
change requires a curb ramp, comply with
Figure 7030.205; verify need for
detectable warning panel with Engineer.
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SUDAS Standard Specifications

CONCRETE DRIVEWAY, TYPE A
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For joint details, see PV-101.

@ 6 inch Standard Curb, 6 inch Sloped
Curb, or 4 inch Sloped Curb as
specified.

@ {inch if Proposed Pavement is HMA. No

elevation difference if Proposed
Pavement is PCC.

@ ‘BT, 'KT', or 'L joint if Proposed
Pavement is PCC. 'B' joint if Proposed
Pavement is HMA.

@ 0 to 2 inches for residential entrances.
13 to 3 inches for industrial or
commercial entrances.
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http://www.iowadot.gov/design/SRP/IndividualStandards/epv101.pdf

